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memorandum  on  SRECII/IENS 

FOR  FIBER  ROPE 


If  the  tensile  strength  of  fiber  rope  is  to  be  measured  in 
our  laboratory,  the  specimen  r/aist  have  a.n  eye  spliced  into  each 
end.  The  load  is  applied  by  pins  which  pass  through  the  eyes  and 
rest  on  the  heads  of  the  testing  machine. 

The  inside  diameter  of  each  eye  should  be  bet^feen  5 and  12 
inches.  Three  tucks  should  be  taken,  using  the  full  strand  fol- 
lowed, preferably,  by  two  additional  tucks  \;ith  the  strands  re- 
duced to  about  one-half  size. 

The  length  of  the  specimen  between  the  inner  ends  of  the 
splices  should  be  between  5 and  6 feet.  For  the  weight  and 
chemical  analysis  a piece  of  rope  8 feet  long  must  be  submitted 
in  addition  to  the  spliced  specimen. 

If  it  is  impracticable  to  furnish  the  spliced  specimen,  a 
sample  30  feet  long  may  be  submitted  from  which  the  spliced 
specimen,  as  well  as  the  other  specimen,  can  bepprepared. 

0v7ing  to  the  large  amount  of  ^vork  in  our  laboratories 
for  the  other  Government  departments,  we  are  unable  to  splice 
and  test  samples  of  rope  promptly.  If  the  samples  are  spliced, 
the  tests  can,  usually,  be  made  and  reported  in  a few  days. 

The  manufacturer  is  usually  anxious  to  splice  specimens. 

We  request  your  cooperation  in  expediting  the  work  by  sub- 
mitting spliced  specimens  whenever  practicable. 
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